iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2) a
| SERVICE PIPE/CASING: COPPER/SPIRAL STAINLESS STEEL |

Type B Copper (k=325 W/m°K)

Insulation Material:

DPE1783RPUR (k =0.024 W/m°K)
Casing Material:

316L Stainless Steel (k=13 W/m°K)

Casing (316L Stainless Steel--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*

Pipe |Equivalent 102 127 152 178 203 229 254 305 330 400 450 508 (standard stock items)

Diameter | Imperial NB (mm)

(mm) () pressure |Thickness PUR_Thk| R-Val |PUR Thk| R-Val [PUR_Thk| R-Val |PUR_Thk| R-Val |PUR_Thk| R-Val |PUR Thk| R-Val [PUR Thk| R-Val [PUR_Thk| R-Val |PUR_Thk| R-Val |PUR_Thk| R-Val |PUR Thk| R-Val [PUR_Thk| R-Val |. R (.’f .Wet Mass ° !

(Bar) | (mm) (mm) |(mkw) | (mm) | (m?k/w) | (mm) || (mm) [ (mlkw)| (mm) [ (mikw) | (mm) | m?kw) [ (mm) | mAw) | (mm) [ mikw) | mm) [ (mikw) | (mm) | m?kw) | (mm) | mAk/w) | (mm) | (mik/w) '"S”:itge/fn)”"’e '“S“(':;j:‘;"pe
12.7 | Y/, | 52.9 | 091 | 10.9 EVSAEETN 57.2 | 6.04 2.0 2.1
19.1 | /" | 39.7 | 1.02 | 17.1 [EEREREN 54.0 | 4.97 2.2 2.4
254 | 1" | 35 | 1.02 | 234 EREIPXEN 50.8 | 4.22 2.4 2.8
31.8 | 1'/," | 27.8 | 1.22 | 29.4 | 35.1 | 2.46 |EYAFEN] 3.2 3.9
38.1 | 1%/," | 23 | 1.22 | 35.7 | 32.0 | 2.08 EERIMERTR 57.0 | 435 3.4 4.4
508 | 2" |171 | 1.22 | 484 50.6 3.4 4.4 6.2
63.5 | 2%/," | 137 | 1.22 | 61.1 443 | 2.74 YEENL] 5.4 8.4
76.2 | 3" | 152 | 1.63 | 72.9 37.9 | 217 [EENERPN 63.4 | 4.11 6.6 10.8
1016 | 4" | 12 | 163 | 983 2.06 ENEPXIY 63.7 | 3.85 8.3 15.9
127 | 5 | 96 | 163 [1237 38.0 | 197 [SNERE 10.0 220
1524 | 6 | 10 | 203 1483 RN EEE] 0.8 2.68 133 30.6
2032 | 8 | 72 | 203|199 50.9 2.56 17.3 48.4
228.6 | 9" | 81 | 2.64 [2233 AR 85.7 | 4.62 23.0 62.2
254 | 10" | 7.3 | 2.64 |2487 EONENN 98.0 | 532 27.3 75.9
305 | 12" | TBC | 3.0 |299.0 475 | 224 PR IENYNW 1015|535 | 353 105.5
355 | 14" | TBC | 3.0 |349.0 47.5 | 2.20 |[WIEMER[N 411 136.8
406 | 16" | TBC | 3.0 |400.0 51.0 2.35 EREK 169.5
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*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
. . . . . . Global
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass AUSTRALIAN PIPING SOLUTIONS 150 5001




