iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)
| SERVICE PIPE/CASING: COPPER/SPIRAL OFF WHITE |

Type B Copper (k=325 W/m°K)

Insulation Material:

DPE1783RPUR (k =0.024 W/m°K)
Casing Material:

Painted Steel (k=50 W/m°K)

Casing (Off White--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
. ‘ Class insulated pipe*
Piee Eﬂ::::rllearlat oo 102 127 152 178 203 229 254 305 330 400 450 508 (standard stock items)
(mm) )| pressure [hickness PUR_Thk| R-Val |PUR Thk| R-Val |PUR Thk| R-Val |PUR_Thk| R-Val |PUR Thk| R-Val (PUR_Thk| R-Val |PUR_Thk| R-Val |PUR Thk| R-Val [PUR_Thk| R-Val |PUR_Thk| R-Val |PUR Thk| R-Val [PUR_Thk| R-Val |. e L ‘,)f ,wet Mass ° !
(Bar) | (mm) (mm) [(m2k/w)| (mm) | (m/w)| (mm) | (mw)| (mm) |m2kw) | (mm) |(miw)| (mm) {(m/w) | (mm) [(m2kw) | (mm) |mi/w)| (mm) | (mi/w) | (mm) (2w | (mm) |mikw)| (mm) | (mPk/w) '"S”'(f(tg‘}fn)"'pe '"5”('2‘;:’“;’""3
12.7 | ', | 529|091 | 109 EVWANELN 57.2 | 6.04 2.1 2.2
19.1 | 3%/, | 39.7 | 1.02 | 17.1 [EERREEREN 54.0 | 4.97 2.3 2.5
25.4 | 1" 35 | 1.02 | 234 EERNIPXER 50.8 | 4.22 2.4 2.9
31.8 | 1%/," | 27.8 | 1.22 | 29.4 | 35.1 | 2.46 [YAREENE] 3.3 4.0
38.1 | 1%/,"| 23 | 122 357|320 2.08 VYRR 57.0 | 4.35 3.5 4.5
508 | 2" | 171|122 484 50.6 3.4 4.5 6.4
63.5 | 2%/," | 13.7 | 1.22 | 61.1 44.3 | 2.74 BYAEIENEN 69.8 | 4.87 5.6 8.5
76.2 | 3" | 152 | 1.63 | 72.9 37.9 | 2.17 PELENERVE 63.4 | 4.11 6.8 11.0
1016 4" | 12 [163] 983 50.7 2.90 |ERAEEE 8.5 16.1
127 | 5" | 96 | 163 [1237 38.0 | 1.97 [SNFRE 10.2 222
152.4 | 6" 10 | 2.03 |148.3 38.3 | 1.93 ELEIPATN 76.3 | 437 13.6 30.9
203.2 | 8" | 7.2 | 203 |199.1 ORI 63.4 | 3.31 17.6 48.7
228.6 | 9" | 81 | 264 (2233 38.2 | 1.82 EENAWRNN 85.7 | 4.62 23.3 62.5
254 | 10" | 7.3 | 2.64 |248.7 38.0 | 1.78 WENMENLN 98.0 | 5.32 27.7 76.3
305 | 12" | TBC | 3.0 [299.0 47.5 | 2.24 EPRIEXYH 101.5| 5.35 35.7 105.9
355 | 14" | TBC | 3.0 [349.0 47.5 | 2.20 WFREEN/] 41.6 137.2
406 | 16" | TBC | 3.0 |400.0 51.0 2.35 44.3 170.0
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*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
. . . . . . Global
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass AUSTRALIAN PIPING SOLUTIONS




