iH’O ) INSULATED PIPE

CHILLED WATER iH20 PRE-INSULATED PIPING (R>2.2)

‘ SERVICE PIPE/CASING: STAINLESS STEEL/SPIRAL GALV STEEL ‘

| SPECIFICATION: SCHEDULE 55 |

Service Pipe Material:

Stainless Steel

(k=13 W/m°K)

Insulation Material:

DPE1783R PUR

(k =0.024 W/m°K)

Casing Material:

2275 Galv Steel

(k=50 W/m°K)

BLUE BLOCKS DENOTE STANDARD STOCK ITEMS

*Dry mass of insulated pipe = Service pipe mass + PUR insulation mass + Casing mass,
Wet mass of insulated pipe = Dry mass of insulated pipe + Service fluid (water) mass
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Casing (2275 Galvanized steel--Spiral Wound) --- Outer Diameter (mm) Dry & Wet mass of iH20
Class insulated pipe*
Pipe  |Equivalent 152 178 203 229 254 305 330 400 450 508 610 711 (standard stock items)
Diameter/ | Imperial NB (mm)
0D (mm) (in) Schedule Thickness PUR_Thk Rz-Val PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk Rz-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI PUR_Thk RZ-VaI inlz::,ax:ssp?;e i:\s’j:atme:s:;fe
(mm) (mm) |(m’k/W)| (mm) [(m°k/W)| (mm) |(m*K/W)| (mm) |(m’kK/W)[ (mm) [(m°K/W)| (mm) [(m*kK/W)| (mm) [(m*K/W)| (mm) |(m°k/W)| (mm) [(m*K/W)[ (mm) [(m*k/W)| (mm) |(m*K/W)| (mm) [(m°K/W) (kg/m) (kg/m)
60.3 | 2" 5s | 1.65 | 57.0 3.98 5.2 7.8
73.0 | 2, | 55 | 211 | 688 230 [PEERIN 650 | 4.29 7.2 10.9
889 | 3" | 55 |211] 847 XLl 57.1 3.46 8.6 14.3
1143 | 4" | 55 | 211 [1101 SEMEREN 699 | 4.19 | 10.6 201
1413 | 5" | 55 | 2.77 |135.8 56.4 3.08 14.8 29.3
1683 | 6" | 55 | 277 |162.38 68.4 3.75 18.2 39.0
219.1| 8" | 55 | 277 |2136 55.5 2.79 21.9 57.7
273.1 | 10" | 5s | 3.40 |266.3 63.5 3.15 31.8 87.5
3239 | 12" | 5s | 3.96 {3160 63.1 3.06 41.7 120.1
355.6 | 14" | 5s | 3.96 [347.7 76.2 3.74 47.0 141.9
a06.4 | 16" | 55 | 419 [3980 50.8 2.34 52.8 177.3
457 | 18" | 5s | 4.19 |448.6 76.5 3.64 62.3 220.4
508.0 | 20" | 5s | 4.78 |498.4 PN 101.5| 4.94 73.1 268.3
559.0 | 22" | 5s | 4.78 |549.4 76.0 3.53 W 320.8
610.0 | 24" | 5s | 5.54 |598.9 50.5 2.25 L 380.7




